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Product Code: See in table below

Product Description: Elegance Duplex Horizontal
Designer Panel Radiator

Product Specification
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Material: Radiator-grade Steel

Finish: Powder-coated

Distance from Wall to Front Face: 67mm

Distance from Wall to Centre: 45mm z

H-220

Technical Information:
Compliant to BS EN 442 . W- 180

N N
Max. Operating Pressure: 4 bar %§ . &%

Max. Operating Temperature: 120°C

All dimensions in mm! (W = Width, H = Height, NA = axial distance between threads)
* Wall to centre (1/2 inch)

Connection Size: %" ~ Wall to front face

*** For height (H) 295 mm drilling distance is H - 70

Guarantee Period:

CAUTION: maximum operating pressure is 4 bar!

10 Years
Colour Variant i i Heat Output

120782/ 120781 445mm 600mm 57mm 1560 BTU
120780/ 120779 595mm 600mm 57mm 1976 BTU
120777 1 120776 820mm 600mm 57mm 2532 BTU
120775/ 120774 1195mm 600mm 57mm 3317 BTU
120773/ 120772 1420mm 600mm 57mm 3720 BTU
120771/ 120770/ 122641 595mm 900mm 57mm 2959 BTU
120769 / 120766 445mm 1200mm 57mm 3120 BTU
120765/ 120709 / 122661 595mm 1200mm 57mm 3960 BTU
120708 / 120707 / 122637 / 122665 445mm 1500mm 57mm 3901 BTU
120706 / 120704 / 122662 / 122666 595mm 1500mm 57mm 4950 BTU
120703/ 120700/ 122636 / 122667 295mm 1800mm 57mm 3314 BTU
120698 / 120697 / 122663 / 122639 445mm 1800mm 57mm 4679 BTU
120696 / 120695 / 122638 / 122642 595mm 1800mm 57mm 5940 BTU

120694 / 120691 / 122664 / 122643 670mm 1800mm 57mm 6502 BTU



