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Product Code: See in table below

Product Description: Elegance Single Horizontal
Designer Panel Radiator

Product Specification

Material: Radiator-grade Steel mﬁu NA =W - 50 BN -

* 51

N

Finish: Powder-coated I

Distance from Wall to Front Face: 72mm x

** H-220

Distance from Wall to Centre: 51mm

Technical Information: ‘ W13

Compliant to BS EN 442 w &%?

Max. Operating Pressure: 4 bar

1 . (o} All dimensions in mm! (W = Width, H = Height, NA = axial dimension between threads)
Max. Operating Temperature: 120°C B ety
** Wall to front face
*** Far height (H) 295 mm drilling distance is H - 70

Connection Size: %"

Guarantee Period: CAUTION: maximum operating pressure is 4 bar
10 Years
Colour Variant i i Heat Output
120906 / 120905 / 122596 445mm 600mm 63mm 1007 BTU
120904 / 120903 / 122651 595mm 600mm 63mm 1300 BTU
120902 / 120901 820mm 600mm 63mm 1700 BTU
120900/ 120899 1195mm 600mm 63mm 2280 BTU
120898 / 120897 1420mm 600mm 63mm 2584 BTU
120896 / 120895 / 122597 595mm 900mm 63mm 1949 BTU
120894 / 120880 / 122598 445mm 1200mm 63mm 2010 BTU
120866 / 120865 / 122599 / 122606 595mm 1200mm 63mm 2597 BTU
120864 / 120862 / 122601 / 122626 445mm 1500mm 63mm 2515 BTU
120859 / 120843 / 122603 / 122627 595mm 1500mm 63mm 3246 BTU
120841 /120836 / 122600 / 122652 295mm 1800mm 63mm 2075 BTU
120828 / 120827 / 122602 / 122653 445mm 1800mm 63mm 3017 BTU
120806 / 120805 / 122604 / 122628 595mm 1800mm 63mm 3894 BTU

120797/ 120783 / 122605 670mm 1800mm 63mm 4311 BTU



