
TECHNICAL DATA

IYA
PREMIUM LADDER RAILS

Features & Benefits
• High heat output

achieved by using two
sets of 22mm bars.

• Can be used on central
heating or dual fuel
systems.

• Wide range of sizes.
• Powder coated finishes

for higher outputs.

 Central heating, 
dual fuel & electric

Available in pearl 
silver, anthracite  
& black

 5
YEARS

Manufacturers 
warranty

The Iya is designed to 
provide greater heat output 
than a standard ladder rail, 
thanks to the inclusion of 
extra pipes. Available in 
three premium powder 
coated finishes to achieve 
higher outputs. It also 
works excellently with air 
source heat pumps.

Safety tested at 13 bar 
pressure.

Normal household pressure is 
under 5 bar.



TECHNICAL DATA

IYA
Colour Height Length Product Code

Output at ∆T50k
Watts BTU

Pearl Silver

800

400 110999 497 1696

500 110998 599 2044

600 110997 702 2395

1200
400 110995 746 2545
500 110994 909 3102
600 110993 1077 3675

1500
400 110992 917 3129
500 110991 1126 3842
600 110990 1335 4555

1800
400 110989 1085 3702
500 110985 1326 4524
600 110984 1569 5353

Anthacite

800
400 110983 497 1696
500 110982 599 2044
600 110981 702 2395

1200
400 110980 746 2545
500 110979 909 3102
600 110978 1077 3675

1500
400 110977 917 3129
500 110976 1126 3842
600 110975 1335 4555

1800
400 110974 1085 3702
500 110973 1326 4524
600 110972 1569 5353

Black

800
400 110971 497 1696
500 110970 599 2044
600 110969 702 2395

1200
400 110966 746 2545
500 110965 909 3102
600 110962 1077 3675

1500
400 110960 917 3129
500 110959 1126 3842
600 110958 1335 4555

1800
400 110956 1085 3702
500 110953 1326 4524
600 110952 1569 5353
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TECHNICAL DIAGRAMS
IYA


