pre-plumbed

cylinder specification

Ideal Product Code

Energy efficiency class

Heat loss Watts/h

Capacity (DHW content) Litres

Weight empty kg
Weight full kg
Overall width mm
Overall height mm
Overall depth mm
Cylinder diameter mm

Primary heat exchanger
surface area

Secondary return
connection

Immersion heater rating kW

Heat up time from 10°C
to 50°C*

236205 236200 236201
C B C
65 55 63
188 199 237
60.6 64 69.8

2489 262.8 307
647 704 704
2042 1572 1822
620 686 686
475 550 550
25 25 3.0
yes yes yes
3 3 3
23.68 30.60 2734

*Heat Up Time, HWA Heat Pump Test 002:2020 (flow rate 0.42l/s and flow temperature of 55°C)

Control Box
Wiring Centre
Controller

Low Loss Header
Heat Pump Filter
DHW 3-port Valve

P&T Relief Valve
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High Temp Cut Out Flow Thermistors
Expansion Vessel DHW Thermistor
Pressure Gauge Outdoor Sensor

Automatic Air vent(s)
Isolation Valves
3kW Immersion

x2 Circulation Pumps

236202

C

72

279

73.4

352.4

704

2068

686

550

3.0

Yes

35.05
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