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Our unique high performance BM3 formula is great news for service 
engineers. It delivers outstanding system cleaning results and, by 
using the BM3 test strips, allows the service engineer to get an 
accurate reading of cleaner levels in the system.

By simply dip testing a BM3 test strip in system water the engineer 
can check:-

Pre-Flush - cleaner dosage levels are sufficient for an effective 
flush

Post-Flush – if the flush has been successful or should be 
repeated

BM3 is a premier formula for use in accordance with BS7593:2006

The fast acting formula has outstanding qualities:-

•  Excellent limescale dispersal rates

•  Excellent iron oxide dispersal rates 

•  Compatible with all flushing equipment

•  Phosphate free formula – (Phosphate can damage pump bearings)

•  500ml bottle treats a 100 litre system

Use in conjunction with a Boilermag magnetic filter and BM1 inhibitor 
to maximise heating efficiency.

Part numbers: Cleaner BM3 , Test Strips BM3FI

www.boilermag.com
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For details of your local stockist or for more information visit www.boilermag.com or contact +44 (0)114 225 0624  or service@boilermag.com

BM3 application
• Dosage levels – use in a 0.5% concentration i.e. a 500 ml bottle will 

be sufficient for a 100 litre system, typical for a 2, 3 or 4 bedroomed 
house 

• Dose prior to a system flush

• Simply dose via the Boilermag (or other) filter or via the Feed and 
Expansion tank or for sealed systems via a radiator

• Typically circulate for 1 hour before flushing from the system.  
For older systems with persistent problems it may be necessary to 
extend the cleaning cycle or repeat the dosage.

• Test with BM3 test strip to check correct dosage levels

• Flush system to remove BM3 Cleaner and system debris

• Test water sample to ensure BM3 Cleaner has been fully removed  
from the system

• Not for use in single feed indirect cylinders

• BM3 is classed as a non-hazardous 
substance

Fast and accurate level indicator  
test for BM3

BM3 Cleaner can be used with BM3 dip test 
strips, this provides a simple, cost effective 
check of pre flush dosage levels and post-flush 
to ensure that all the BM3 cleaner has been 
removed. 

The test strip displays a colour coded reaction 
(see chart), this will indicate if more BM3 should 
be applied or if a repeat flush should be carried 
out. 

AVAILABLE IN 500ML, 5L, 10L AND 23L
CONTAINER SIZES
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