
Geberit FlowFit adaptor with union nut
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APPLICATION PURPOSES

• For cold and hot potable water

• For cooling and heating water without antifreeze agent

• For cooling and heating water with antifreeze agent

• For service water and process water

• For rainwater with a pH value ≥ 5.5

• For seawater

• For extinguishing water (wet)

• For extinguishing water (wet/dry, dry)

• For chemicals and technical liquids

• For compressed air (oil purity class 0–3)

• For negative pressure

• For inert gases (e.g. nitrogen)

• Suitable exclusively for threads with an inner diameter of ≤ di, 

see table

• For technical building systems, industry and shipbuilding

CHARACTERISTICS

• Pressing indicator

• Leaky if unpressed

• Lead-free

• O-ring made of EPDM

• Pressing connector with transparent protective cap

• Flat gasket made of fibre composite material

TECHNICAL DATA

Product material Lead-free silicon bronze

620.620.00.1 12 16 3/8 9 6.2 5.5 2.2 20

620.630.00.1 12 / 15 16 1/2 11 6.4 5.7 2.4 24

620.640.00.1 12 / 20 16 3/4 17 5.9 5.2 1.9 30
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620.650.00.1 12 / 25 16 1 21 6.2 5.4 2.1 38

620.621.00.1 15 / 12 20 3/8 9 6.2 5.5 2.2 20

620.631.00.1 15 20 1/2 11 6.4 5.7 2.4 24

620.641.00.1 15 / 20 20 3/4 16 6.5 5.8 2.5 30

620.651.00.1 15 / 25 20 1 21 6.3 5.5 2.2 38

620.672.00.1 15 / 30 20 1 1/8 23 6.4 5.5 2.2 41

620.661.00.1 15 / 32 20 1 1/4 27 6.6 5.6 2.3 46

620.671.00.1 15 / 40 20 1 1/2 32 6.2 5 1.7 55

620.622.00.1 20 / 15 25 1/2 11 6.4 5.7 2.4 24

620.632.00.1 20 25 3/4 15 6.5 5.8 2.5 30

620.642.00.1 20 / 25 25 1 20 7.3 6.3 3 38

620.652.00.1 20 / 32 25 1 1/4 27 6.8 5.8 2.5 46

620.662.00.1 20 / 40 25 1 1/2 32 7.1 5.9 2.6 55
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620.673.00.1 20 / 50 25 2 42 6.3 5 1.7 67

620.623.00.1 25 / 20 32 3/4 16 7 6.3 2.7 30

620.633.00.1 25 32 1 20 7.8 6.8 3.2 38

620.643.00.1 25 / 32 32 1 1/4 27 7.4 6.4 2.8 46

620.653.00.1 25 / 40 32 1 1/2 32 7.6 6.4 2.8 55

620.663.00.1 25 / 50 32 2 42 7.5 6.2 2.6 67

620.674.00.1 32 / 25 40 1 20 7.8 6.8 3.2 38

620.624.00.1 32 40 1 1/4 27 7.9 6.9 3.3 46

620.634.00.1 32 40 1 1/2 33 8 6.9 3.3 55

620.664.00.1 32 / 40 40 1 3/4 33 8.9 7.6 4 62

620.644.00.1 32 / 50 40 2 42 7.8 6.5 2.9 67

620.654.00.1 32 / 65 40 2 1/4 42 7.7 6.3 2.7 74

620.625.00.1 40 50 1 1/2 33 10.6 9.5 3.6 55
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620.635.00.1 40 50 1 3/4 33 11.5 10.2 4.3 62

620.645.00.1 40 / 50 50 2 42 11 9.9 3.9 67

620.655.00.1 40 / 50 50 2 1/4 42 10.8 9.4 3.5 74

620.665.00.1 40 / 50 50 2 3/8 52 10.9 9.4 3.5 78

620.695.00.1 40 / 65 50 2 1/2 54 10.9 9.7 3.8 83

620.675.00.1 40 / 65 50 2 3/4 62 10.7 9.1 3.2 89

620.626.00.1 50 63 2 42 11.5 10.4 4 67

620.636.00.1 50 63 2 3/8 52 11.6 10.5 4.1 78

620.646.00.1 50 / 65 63 2 1/2 54 11.8 10.2 3.9 83

620.656.00.1 50 / 65 63 2 3/4 62 11.5 9.9 3.6 89
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