
69-80 

Height mm Type 11 

200 

515 W 

300 
9,14 Kg 

1,87 l 

n =1,3079 

677W 

400 
11,87 kg 

2,24 l 

n=1,3067 

780 W 

500 
14,58 kg 

2,62 l 

n = 1,3054 

968W 

600 
17,32 kg 

3,00 l 

n=1,3042 

1318 W 

900 
25,38 kg 

4,13 l 

n = 11,3073 

77 

I • 

766 W 

14,36 kg 

3,50 l 

n=1,3012 

977W 

18,82 kg 

4,27 l 

n=1,3074 

1175 W 

23,34 kg 

5,03 l 

n=1,3137 

1362 W 

27,80 kg 

5,80 l 

n=1,3199 

1868 W 

41, 16 kg 

7,70 l 

n=1,3369 

124-135 

100 

Type 22 

685 W 

10,46 kg 

2,67 l 

n=1,2874 

983 W 

16, 14 kg 

3,60 l 

n = 1,3128 

1259 W 

21,32 kg 

4,37 l 

n = 1,3237 

1444 W 

26,78 kg 

5, 13 l 

n = 1,3347 

1747 W 

32,05 kg 

5,90 l 

n=1,3456 

2343W 

47,44 kg 

7,90 l 

n=1,3452 

246-268 

220 

Type 33 Type 44 

970W 1327 W 

15,46 kg 20,72 kg 

4,00 l 5,20 l 

n=1,2845 n=1,3223 

1398 W 

23,96 kg 

5,30 l 

n = 1,3029 

1791 W 

31,48 kg 

6,47 l 

n = 1,3099 

2037W 

39,28 kg 

7,63 l 

n = 1,3168 

2484 W 

47,34 kg 

8,80 l 

n = 1,3238 

3316 W 

70,03 kg 

11,63 l 

n = 1,337 

Technical Data 

u, 
u, 

n 

Side connections 

150 

250 

350 

450 

550 

850 


